
MODULAR PANEL

SPEED modules REC 50x50x5

Module size:

50 x 50 x 5 cm

Weight: 10 kg (± 2 kg tolerance)

Material: polyvinyl chloride (PVC)

Advantages:

Eco-friendly Materials: made from high-quality recycled plastic mixtures, significantly 

reducing waste and promoting sustainable development.

High Durability: modern processing techniques ensure the panels are resistant to weather 

conditions, heavy loads, and mechanical damage.

Modularity: the panels can be easily connected and customized. Their modular design 

allows for flexible configurations, simplifying both installation and dismantling processes.                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                       

Mobility: easy to transport and install in different locations.

Safety: designed with user safety in mind, featuring anti-slip surfaces to minimize the risk 

of accidents.

Long Lifespan: their high resistance to mechanical damage and operational conditions 

ensures durability and minimal maintenance.

Versatility: suitable for use in a wide range of environments, making them a universal 

stabilization solution.

Anti-slip Properties: the panels feature an anti-slip surface, enhancing safety in wet or 

slippery conditions.

Applications: temporary construction, event management, transport infrastructure, DIY 

projects: the modular design allows for easy customization to meet individual needs, 

equestrian and livestock farming.

Packaging and transportation: one 110x110 pallet is 140 pieces, pallet weigh t about 1550 

kg, 1 TIR = 2181 pieces, weight of a full TIR: 23991 kg.

TECHNICAL DATA SHEET

Color: black/graphite

Structure: circular holes evenly distributed over the surface of the panel

Sanitary Information:  resistant to weather conditions, UV radiation, moisture, oils, fuels, and

other chemicals.


